{"payload":{"allShortcutsEnabled":false,"fileTree":{"Linux reference documents/Secure":{"items":[{"name":"Rockchip_Developer_Guide_Linux4.4_SecureBoot_CN.pdf","path":"Linux reference documents/Secure/Rockchip_Developer_Guide_Linux4.4_SecureBoot_CN.pdf","contentType":"file"},{"name":"Rockchip_Developer_Guide_Linux4.4_SecureBoot_EN.pdf","path":"Linux reference documents/Secure/Rockchip_Developer_Guide_Linux4.4_SecureBoot_EN.pdf","contentType":"file"}],"totalCount":2},"Linux reference documents":{"items":[{"name":"Audio","path":"Linux reference documents/Audio","contentType":"directory"},{"name":"Buildroot","path":"Linux reference documents/Buildroot","contentType":"directory"},{"name":"Camera","path":"Linux reference documents/Camera","contentType":"directory"},{"name":"DLNA","path":"Linux reference documents/DLNA","contentType":"directory"},{"name":"DS5","path":"Linux reference documents/DS5","contentType":"directory"},{"name":"Display","path":"Linux reference documents/Display","contentType":"directory"},{"name":"Docker","path":"Linux reference documents/Docker","contentType":"directory"},{"name":"File","path":"Linux reference documents/File","contentType":"directory"},{"name":"Gstreamer","path":"Linux reference documents/Gstreamer","contentType":"directory"},{"name":"HDMI","path":"Linux reference documents/HDMI","contentType":"directory"},{"name":"QA","path":"Linux reference documents/QA","contentType":"directory"},{"name":"QT","path":"Linux reference documents/QT","contentType":"directory"},{"name":"RGA","path":"Linux reference documents/RGA","contentType":"directory"},{"name":"ROS","path":"Linux reference documents/ROS","contentType":"directory"},{"name":"Recovery","path":"Linux reference documents/Recovery","contentType":"directory"},{"name":"Secure","path":"Linux reference documents/Secure","contentType":"directory"},{"name":"WIFIBT","path":"Linux reference documents/WIFIBT","contentType":"directory"}],"totalCount":17},"":{"items":[{"name":"Develop reference documents","path":"Develop reference documents","contentType":"directory"},{"name":"Linux reference documents","path":"Linux reference documents","contentType":"directory"},{"name":"Platform support lists","path":"Platform support lists","contentType":"directory"},{"name":"RKTools manuals","path":"RKTools manuals","contentType":"directory"},{"name":"SoC platform related","path":"SoC platform related","contentType":"directory"},{"name":".gitignore","path":".gitignore","contentType":"file"},{"name":"Rockchip_Developer_Guide_Linux_Software_CN.pdf","path":"Rockchip_Developer_Guide_Linux_Software_CN.pdf","contentType":"file"},{"name":"Rockchip_Developer_Guide_Linux_Software_EN.pdf","path":"Rockchip_Developer_Guide_Linux_Software_EN.pdf","contentType":"file"},{"name":"doc.txt","path":"doc.txt","contentType":"file"}],"totalCount":9}},"fileTreeProcessingTime":10.913293,"foldersToFetch":[],"repo":{"id":188817464,"defaultBranch":"master","name":"docs","ownerLogin":"96boards-tb-96aiot","currentUserCanPush":false,"isFork":false,"isEmpty":false,"createdAt":"2019-05-27T09:54:05.000Z","ownerAvatar":"https://avatars.githubusercontent.com/u/50661357?v=4","public":true,"private":false,"isOrgOwned":true},"codeLineWrapEnabled":false,"symbolsExpanded":false,"treeExpanded":true,"refInfo":{"name":"4224417a08256cc97fb1e28c1ae1d35f8d55e89b","listCacheKey":"v0:1558961303.0","canEdit":false,"refType":"tree","currentOid":"4224417a08256cc97fb1e28c1ae1d35f8d55e89b"},"path":"Linux reference documents/Secure/Rockchip_Developer_Guide_Linux4.4_SecureBoot_CN.pdf","currentUser":null,"blob":{"rawLines":null,"stylingDirectives":null,"colorizedLines":null,"csv":null,"csvError":null,"dependabotInfo":{"showConfigurationBanner":false,"configFilePath":null,"networkDependabotPath":"/96boards-tb-96aiot/docs/network/updates","dismissConfigurationNoticePath":"/settings/dismiss-notice/dependabot_configuration_notice","configurationNoticeDismissed":null},"displayName":"Rockchip_Developer_Guide_Linux4.4_SecureBoot_CN.pdf","displayUrl":"https://viewscreen.githubusercontent.com/view/pdf?browser=unknown_browser&bypass_fastly=true&color_mode=auto&commit=4224417a08256cc97fb1e28c1ae1d35f8d55e89b&device=unknown_device&docs_host=https%3A%2F%2Fdocs.github.com&enc_url=68747470733a2f2f7261772e67697468756275736572636f6e74656e742e636f6d2f3936626f617264732d74622d393661696f742f646f63732f343232343431376130383235366363393766623165323863316165316433356638643535653839622f4c696e75782532307265666572656e6365253230646f63756d656e74732f5365637572652f526f636b636869705f446576656c6f7065725f47756964655f4c696e7578342e345f536563757265426f6f745f434e2e706466&logged_in=false&nwo=96boards-tb-96aiot%2Fdocs&path=Linux+reference+documents%2FSecure%2FRockchip_Developer_Guide_Linux4.4_SecureBoot_CN.pdf&platform=unknown_platform&repository_id=188817464&repository_type=Repository&version=0","headerInfo":{"blobSize":"953 KB","deleteTooltip":"You must be signed in to make or propose changes","editTooltip":"You must be signed in to make or propose changes","ghDesktopPath":null,"isGitLfs":false,"onBranch":false,"shortPath":"252e0dc","siteNavLoginPath":"/login?return_to=https%3A%2F%2Fgithub.com%2F96boards-tb-96aiot%2Fdocs%2Fblob%2F4224417a08256cc97fb1e28c1ae1d35f8d55e89b%2FLinux%2520reference%2520documents%2FSecure%2FRockchip_Developer_Guide_Linux4.4_SecureBoot_CN.pdf","isCSV":false,"isRichtext":false,"toc":null,"lineInfo":{"truncatedLoc":null,"truncatedSloc":null},"mode":"file"},"image":false,"isCodeownersFile":null,"isPlain":false,"isValidLegacyIssueTemplate":false,"issueTemplate":null,"discussionTemplate":null,"language":null,"languageID":null,"large":false,"planSupportInfo":{"repoIsFork":null,"repoOwnedByCurrentUser":null,"requestFullPath":"/96boards-tb-96aiot/docs/blob/4224417a08256cc97fb1e28c1ae1d35f8d55e89b/Linux%20reference%20documents/Secure/Rockchip_Developer_Guide_Linux4.4_SecureBoot_CN.pdf","showFreeOrgGatedFeatureMessage":null,"showPlanSupportBanner":null,"upgradeDataAttributes":null,"upgradePath":null},"publishBannersInfo":{"dismissActionNoticePath":"/settings/dismiss-notice/publish_action_from_dockerfile","releasePath":"/96boards-tb-96aiot/docs/releases/new?marketplace=true","showPublishActionBanner":false},"rawBlobUrl":"https://github.com/96boards-tb-96aiot/docs/raw/4224417a08256cc97fb1e28c1ae1d35f8d55e89b/Linux%20reference%20documents/Secure/Rockchip_Developer_Guide_Linux4.4_SecureBoot_CN.pdf","renderImageOrRaw":true,"richText":null,"renderedFileInfo":{"identityUUID":"82034af4-40c1-48fa-9ea6-b7d98b2fa139","renderFileType":"pdf","size":975672},"shortPath":null,"symbolsEnabled":true,"tabSize":8,"topBannersInfo":{"overridingGlobalFundingFile":false,"globalPreferredFundingPath":null,"showInvalidCitationWarning":false,"citationHelpUrl":"https://docs.github.com/github/creating-cloning-and-archiving-repositories/creating-a-repository-on-github/about-citation-files","actionsOnboardingTip":null},"truncated":false,"viewable":false,"workflowRedirectUrl":null,"symbols":null},"copilotInfo":null,"copilotAccessAllowed":false,"csrf_tokens":{"/96boards-tb-96aiot/docs/branches":{"post":"wkUNnCutCy5tWchMc9Fd22SdiQHEtzNkAxVV1IUl0_bxApjkfMqRhzIYrfl7eh6eVvVwvcb6hMAMC3pw-V493g"},"/repos/preferences":{"post":"TwHA-6coODvxZdhviXmUKeS1Ir8xLJVsjt84uyyRlK9BRazqb_7NGnPmFm95gKRob-onC_yoE4ntUazdA_ywOg"}}},"title":"docs/Linux reference documents/Secure/Rockchip_Developer_Guide_Linux4.4_SecureBoot_CN.pdf at 4224417a08256cc97fb1e28c1ae1d35f8d55e89b · 96boards-tb-96aiot/docs"}
