{"payload":{"allShortcutsEnabled":false,"fileTree":{"test_stand_expert/QUADADC":{"items":[{"name":"20170907_protoDune_coldElecProdTest_quadADCInstructions.pdf","path":"test_stand_expert/QUADADC/20170907_protoDune_coldElecProdTest_quadADCInstructions.pdf","contentType":"file"},{"name":"README.md","path":"test_stand_expert/QUADADC/README.md","contentType":"file"}],"totalCount":2},"test_stand_expert":{"items":[{"name":"ADC","path":"test_stand_expert/ADC","contentType":"directory"},{"name":"FE","path":"test_stand_expert/FE","contentType":"directory"},{"name":"FEMB","path":"test_stand_expert/FEMB","contentType":"directory"},{"name":"FlashTesting","path":"test_stand_expert/FlashTesting","contentType":"directory"},{"name":"OscillatorTesting","path":"test_stand_expert/OscillatorTesting","contentType":"directory"},{"name":"QUADADC","path":"test_stand_expert/QUADADC","contentType":"directory"},{"name":"README.md","path":"test_stand_expert/README.md","contentType":"file"}],"totalCount":7},"":{"items":[{"name":"datasheets","path":"datasheets","contentType":"directory"},{"name":"json","path":"json","contentType":"directory"},{"name":"register_map","path":"register_map","contentType":"directory"},{"name":"test_stand_expert","path":"test_stand_expert","contentType":"directory"},{"name":".gitignore","path":".gitignore","contentType":"file"},{"name":"INSTALLING.md","path":"INSTALLING.md","contentType":"file"},{"name":"README.md","path":"README.md","contentType":"file"},{"name":"setup_test_instruments.md","path":"setup_test_instruments.md","contentType":"file"}],"totalCount":8}},"fileTreeProcessingTime":14.013543,"foldersToFetch":[],"repo":{"id":69894054,"defaultBranch":"master","name":"femb_doc","ownerLogin":"DUNE","currentUserCanPush":false,"isFork":false,"isEmpty":false,"createdAt":"2016-10-03T17:32:47.000Z","ownerAvatar":"https://avatars.githubusercontent.com/u/7131646?v=4","public":true,"private":false,"isOrgOwned":true},"codeLineWrapEnabled":false,"symbolsExpanded":false,"treeExpanded":true,"refInfo":{"name":"master","listCacheKey":"v0:1476454808.0","canEdit":false,"refType":"branch","currentOid":"9669c2ed72603730c6c5e4b4349bee2bd3850a24"},"path":"test_stand_expert/QUADADC/20170907_protoDune_coldElecProdTest_quadADCInstructions.pdf","currentUser":null,"blob":{"rawLines":null,"stylingDirectives":null,"colorizedLines":null,"csv":null,"csvError":null,"dependabotInfo":{"showConfigurationBanner":false,"configFilePath":null,"networkDependabotPath":"/DUNE/femb_doc/network/updates","dismissConfigurationNoticePath":"/settings/dismiss-notice/dependabot_configuration_notice","configurationNoticeDismissed":null},"displayName":"20170907_protoDune_coldElecProdTest_quadADCInstructions.pdf","displayUrl":"https://viewscreen.githubusercontent.com/view/pdf?browser=unknown_browser&bypass_fastly=true&color_mode=auto&commit=9669c2ed72603730c6c5e4b4349bee2bd3850a24&device=unknown_device&docs_host=https%3A%2F%2Fdocs.github.com&enc_url=68747470733a2f2f7261772e67697468756275736572636f6e74656e742e636f6d2f44554e452f66656d625f646f632f393636396332656437323630333733306336633565346234333439626565326264333835306132342f746573745f7374616e645f6578706572742f515541444144432f32303137303930375f70726f746f44756e655f636f6c64456c656350726f64546573745f71756164414443496e737472756374696f6e732e706466&logged_in=false&nwo=DUNE%2Ffemb_doc&path=test_stand_expert%2FQUADADC%2F20170907_protoDune_coldElecProdTest_quadADCInstructions.pdf&platform=unknown_platform&repository_id=69894054&repository_type=Repository&version=0","headerInfo":{"blobSize":"3.78 MB","deleteTooltip":"You must be signed in to make or propose changes","editTooltip":"You must be signed in to make or propose changes","ghDesktopPath":"https://desktop.github.com","isGitLfs":false,"onBranch":true,"shortPath":"a9a533c","siteNavLoginPath":"/login?return_to=https%3A%2F%2Fgithub.com%2FDUNE%2Ffemb_doc%2Fblob%2Fmaster%2Ftest_stand_expert%2FQUADADC%2F20170907_protoDune_coldElecProdTest_quadADCInstructions.pdf","isCSV":false,"isRichtext":false,"toc":null,"lineInfo":{"truncatedLoc":null,"truncatedSloc":null},"mode":"file"},"image":false,"isCodeownersFile":null,"isPlain":false,"isValidLegacyIssueTemplate":false,"issueTemplate":null,"discussionTemplate":null,"language":null,"languageID":null,"large":true,"planSupportInfo":{"repoIsFork":null,"repoOwnedByCurrentUser":null,"requestFullPath":"/DUNE/femb_doc/blob/master/test_stand_expert/QUADADC/20170907_protoDune_coldElecProdTest_quadADCInstructions.pdf","showFreeOrgGatedFeatureMessage":null,"showPlanSupportBanner":null,"upgradeDataAttributes":null,"upgradePath":null},"publishBannersInfo":{"dismissActionNoticePath":"/settings/dismiss-notice/publish_action_from_dockerfile","releasePath":"/DUNE/femb_doc/releases/new?marketplace=true","showPublishActionBanner":false},"rawBlobUrl":"https://github.com/DUNE/femb_doc/raw/master/test_stand_expert/QUADADC/20170907_protoDune_coldElecProdTest_quadADCInstructions.pdf","renderImageOrRaw":true,"richText":null,"renderedFileInfo":{"identityUUID":"7b008aa7-9e52-4f92-8bf8-d89eac8795d8","renderFileType":"pdf","size":3968175},"shortPath":null,"symbolsEnabled":true,"tabSize":8,"topBannersInfo":{"overridingGlobalFundingFile":false,"globalPreferredFundingPath":null,"showInvalidCitationWarning":false,"citationHelpUrl":"https://docs.github.com/github/creating-cloning-and-archiving-repositories/creating-a-repository-on-github/about-citation-files","actionsOnboardingTip":null},"truncated":true,"viewable":false,"workflowRedirectUrl":null,"symbols":{"timed_out":true,"not_analyzed":true,"symbols":[],"error":{"code":"invalid_argument","msg":"content required","meta":{}}}},"copilotInfo":null,"copilotAccessAllowed":false,"csrf_tokens":{"/DUNE/femb_doc/branches":{"post":"x6mweDfRQ4TLTtOWVXB40M4D2Y35TlWAoTBNtEeC90EVfpGMckUiVLoFq2riB3fpdpgUNohc72AfAg_CisD1NA"},"/repos/preferences":{"post":"GwfDHwvCDXHGRkGnk6cK0JlUITp5hy0W5Ho8bCQ8sW-qxTYldokB1or_OssQVs5NRBlWEifpPu4Mvv5WX6sKGQ"}}},"title":"femb_doc/test_stand_expert/QUADADC/20170907_protoDune_coldElecProdTest_quadADCInstructions.pdf at master · DUNE/femb_doc"}
