{"payload":{"allShortcutsEnabled":false,"fileTree":{"AP03_STM32_MCU":{"items":[{"name":"AP03_STM32_MCU_3D.zip","path":"AP03_STM32_MCU/AP03_STM32_MCU_3D.zip","contentType":"file"},{"name":"AP03_STM32_MCU_ComponentMarking.pdf","path":"AP03_STM32_MCU/AP03_STM32_MCU_ComponentMarking.pdf","contentType":"file"},{"name":"AP03_STM32_MCU_PCBLayout.zip","path":"AP03_STM32_MCU/AP03_STM32_MCU_PCBLayout.zip","contentType":"file"},{"name":"AP03_STM32_MCU_PCBLayout_dxf.zip","path":"AP03_STM32_MCU/AP03_STM32_MCU_PCBLayout_dxf.zip","contentType":"file"},{"name":"AP03_STM32_MCU_Schematic.pdf","path":"AP03_STM32_MCU/AP03_STM32_MCU_Schematic.pdf","contentType":"file"},{"name":"AP03_STM32_MCU_SpecSheet_JA.pdf","path":"AP03_STM32_MCU/AP03_STM32_MCU_SpecSheet_JA.pdf","contentType":"file"}],"totalCount":6},"":{"items":[{"name":"AC02_BLE_Sugar","path":"AC02_BLE_Sugar","contentType":"directory"},{"name":"AC03_LoRa_Easy","path":"AC03_LoRa_Easy","contentType":"directory"},{"name":"AC04_LTE-M_King_M","path":"AC04_LTE-M_King_M","contentType":"directory"},{"name":"AC05_LTE-M_King_S","path":"AC05_LTE-M_King_S","contentType":"directory"},{"name":"AC06_Wi-Fi_Mary","path":"AC06_Wi-Fi_Mary","contentType":"directory"},{"name":"ACxx_LTE-M_Ver4","path":"ACxx_LTE-M_Ver4","contentType":"directory"},{"name":"AI01_4-Sensors","path":"AI01_4-Sensors","contentType":"directory"},{"name":"AI02_SP&PIR","path":"AI02_SP&PIR","contentType":"directory"},{"name":"AI03_MIC&VR&LED","path":"AI03_MIC&VR&LED","contentType":"directory"},{"name":"AI04_LCD","path":"AI04_LCD","contentType":"directory"},{"name":"AIx1_Motor","path":"AIx1_Motor","contentType":"directory"},{"name":"AP01_AVR_MCU","path":"AP01_AVR_MCU","contentType":"directory"},{"name":"AP02_ESP32_MCU","path":"AP02_ESP32_MCU","contentType":"directory"},{"name":"AP03_STM32_MCU","path":"AP03_STM32_MCU","contentType":"directory"},{"name":"AP04_STM32_MCU_2Bus","path":"AP04_STM32_MCU_2Bus","contentType":"directory"},{"name":"AV01_CR2032","path":"AV01_CR2032","contentType":"directory"},{"name":"AV02_CR2450","path":"AV02_CR2450","contentType":"directory"},{"name":"AV03_AA_BAT","path":"AV03_AA_BAT","contentType":"directory"},{"name":"AV04_2V~4.5V","path":"AV04_2V~4.5V","contentType":"directory"},{"name":"AX01_Shield","path":"AX01_Shield","contentType":"directory"},{"name":"AX02_29pin","path":"AX02_29pin","contentType":"directory"},{"name":"AX03_Leaf_x2","path":"AX03_Leaf_x2","contentType":"directory"},{"name":"AX04_Spacer","path":"AX04_Spacer","contentType":"directory"},{"name":"AX05_I_Meas","path":"AX05_I_Meas","contentType":"directory"},{"name":"AX06_Grove&5V","path":"AX06_Grove&5V","contentType":"directory"},{"name":"AX07_Back_to_back","path":"AX07_Back_to_back","contentType":"directory"},{"name":"AX08_29pin_header","path":"AX08_29pin_header","contentType":"directory"},{"name":"AZ01_USB","path":"AZ01_USB","contentType":"directory"},{"name":"AZ02_RTC&MicroSD","path":"AZ02_RTC&MicroSD","contentType":"directory"},{"name":"AZ61_Connector","path":"AZ61_Connector","contentType":"directory"},{"name":"AZ62_Connector_Cover","path":"AZ62_Connector_Cover","contentType":"directory"},{"name":"AZ63_Nut_Plate","path":"AZ63_Nut_Plate","contentType":"directory"},{"name":"AZ66_Basic_kit_case","path":"AZ66_Basic_kit_case","contentType":"directory"},{"name":"Basic Kit","path":"Basic Kit","contentType":"directory"},{"name":"z_test","path":"z_test","contentType":"directory"},{"name":"README.md","path":"README.md","contentType":"file"},{"name":"ZukenBoardViewer.md","path":"ZukenBoardViewer.md","contentType":"file"}],"totalCount":37}},"fileTreeProcessingTime":6.87031,"foldersToFetch":[],"repo":{"id":197170268,"defaultBranch":"master","name":"HW-Design-Files","ownerLogin":"Leafony","currentUserCanPush":false,"isFork":false,"isEmpty":false,"createdAt":"2019-07-16T10:10:35.000Z","ownerAvatar":"https://avatars.githubusercontent.com/u/52395367?v=4","public":true,"private":false,"isOrgOwned":false},"codeLineWrapEnabled":false,"symbolsExpanded":false,"treeExpanded":true,"refInfo":{"name":"master","listCacheKey":"v0:1663223776.268301","canEdit":false,"refType":"branch","currentOid":"309beff137d4733f2e03ef72d6e844e8f6f0cbef"},"path":"AP03_STM32_MCU/AP03_STM32_MCU_ComponentMarking.pdf","currentUser":null,"blob":{"rawLines":null,"stylingDirectives":null,"colorizedLines":null,"csv":null,"csvError":null,"dependabotInfo":{"showConfigurationBanner":false,"configFilePath":null,"networkDependabotPath":"/Leafony/HW-Design-Files/network/updates","dismissConfigurationNoticePath":"/settings/dismiss-notice/dependabot_configuration_notice","configurationNoticeDismissed":null},"displayName":"AP03_STM32_MCU_ComponentMarking.pdf","displayUrl":"https://viewscreen.githubusercontent.com/view/pdf?browser=unknown_browser&bypass_fastly=true&color_mode=auto&commit=309beff137d4733f2e03ef72d6e844e8f6f0cbef&device=unknown_device&docs_host=https%3A%2F%2Fdocs.github.com&enc_url=68747470733a2f2f7261772e67697468756275736572636f6e74656e742e636f6d2f4c6561666f6e792f48572d44657369676e2d46696c65732f333039626566663133376434373333663265303365663732643665383434653866366630636265662f415030335f53544d33325f4d43552f415030335f53544d33325f4d43555f436f6d706f6e656e744d61726b696e672e706466&logged_in=false&nwo=Leafony%2FHW-Design-Files&path=AP03_STM32_MCU%2FAP03_STM32_MCU_ComponentMarking.pdf&platform=unknown_platform&repository_id=197170268&repository_type=Repository&version=0","headerInfo":{"blobSize":"64.4 KB","deleteTooltip":"You must be signed in to make or propose changes","editTooltip":"You must be signed in to make or propose changes","ghDesktopPath":"https://desktop.github.com","isGitLfs":false,"onBranch":true,"shortPath":"d80939c","siteNavLoginPath":"/login?return_to=https%3A%2F%2Fgithub.com%2FLeafony%2FHW-Design-Files%2Fblob%2Fmaster%2FAP03_STM32_MCU%2FAP03_STM32_MCU_ComponentMarking.pdf","isCSV":false,"isRichtext":false,"toc":null,"lineInfo":{"truncatedLoc":null,"truncatedSloc":null},"mode":"file"},"image":false,"isCodeownersFile":null,"isPlain":false,"isValidLegacyIssueTemplate":false,"issueTemplate":null,"discussionTemplate":null,"language":null,"languageID":null,"large":false,"planSupportInfo":{"repoIsFork":null,"repoOwnedByCurrentUser":null,"requestFullPath":"/Leafony/HW-Design-Files/blob/master/AP03_STM32_MCU/AP03_STM32_MCU_ComponentMarking.pdf","showFreeOrgGatedFeatureMessage":null,"showPlanSupportBanner":null,"upgradeDataAttributes":null,"upgradePath":null},"publishBannersInfo":{"dismissActionNoticePath":"/settings/dismiss-notice/publish_action_from_dockerfile","releasePath":"/Leafony/HW-Design-Files/releases/new?marketplace=true","showPublishActionBanner":false},"rawBlobUrl":"https://github.com/Leafony/HW-Design-Files/raw/master/AP03_STM32_MCU/AP03_STM32_MCU_ComponentMarking.pdf","renderImageOrRaw":true,"richText":null,"renderedFileInfo":{"identityUUID":"79169115-5578-4179-b3ae-3734661353ac","renderFileType":"pdf","size":65954},"shortPath":null,"symbolsEnabled":true,"tabSize":8,"topBannersInfo":{"overridingGlobalFundingFile":false,"globalPreferredFundingPath":null,"showInvalidCitationWarning":false,"citationHelpUrl":"https://docs.github.com/github/creating-cloning-and-archiving-repositories/creating-a-repository-on-github/about-citation-files","actionsOnboardingTip":null},"truncated":false,"viewable":false,"workflowRedirectUrl":null,"symbols":null},"copilotInfo":null,"copilotAccessAllowed":false,"csrf_tokens":{"/Leafony/HW-Design-Files/branches":{"post":"ES7Fj2ZhVUrWY1HIeTOGBeIi5JqGdk_UGSgtC7MQ6KCscFIsgpdIiN57ZKR9SSK6QWwIm5YNKwRmAzP1MQ-Yjw"},"/repos/preferences":{"post":"c96Nwbkd7z4t0WdI5infoVbM-nNkKwtdbtKKotDx4Z_RvK7_1Kv-Cqli_Hu_3pBq9p4Uii7PbDrgsm4XftoV2A"}}},"title":"HW-Design-Files/AP03_STM32_MCU/AP03_STM32_MCU_ComponentMarking.pdf at master · Leafony/HW-Design-Files"}
