{"payload":{"allShortcutsEnabled":false,"fileTree":{"docs":{"items":[{"name":"code-example","path":"docs/code-example","contentType":"directory"},{"name":"img","path":"docs/img","contentType":"directory"},{"name":"installation-guide.md","path":"docs/installation-guide.md","contentType":"file"},{"name":"paper-appe.pdf","path":"docs/paper-appe.pdf","contentType":"file"},{"name":"quick-start-guide.md","path":"docs/quick-start-guide.md","contentType":"file"}],"totalCount":5},"":{"items":[{"name":".mps","path":".mps","contentType":"directory"},{"name":"docs","path":"docs","contentType":"directory"},{"name":"languages","path":"languages","contentType":"directory"},{"name":".gitignore","path":".gitignore","contentType":"file"},{"name":"README.md","path":"README.md","contentType":"file"}],"totalCount":5}},"fileTreeProcessingTime":9.806771000000001,"foldersToFetch":[],"repo":{"id":362302270,"defaultBranch":"main","name":"selfadaptive-IoT-DSL","ownerLogin":"SOM-Research","currentUserCanPush":false,"isFork":false,"isEmpty":false,"createdAt":"2021-04-28T01:33:33.000Z","ownerAvatar":"https://avatars.githubusercontent.com/u/12401243?v=4","public":true,"private":false,"isOrgOwned":true},"codeLineWrapEnabled":false,"symbolsExpanded":false,"treeExpanded":true,"refInfo":{"name":"main","listCacheKey":"v0:1619573614.120458","canEdit":false,"refType":"branch","currentOid":"a776d3fb984a90c6f7520e5f5cc5a471cb7493ae"},"path":"docs/paper-appe.pdf","currentUser":null,"blob":{"rawLines":null,"stylingDirectives":null,"colorizedLines":null,"csv":null,"csvError":null,"dependabotInfo":{"showConfigurationBanner":false,"configFilePath":null,"networkDependabotPath":"/SOM-Research/selfadaptive-IoT-DSL/network/updates","dismissConfigurationNoticePath":"/settings/dismiss-notice/dependabot_configuration_notice","configurationNoticeDismissed":null},"displayName":"paper-appe.pdf","displayUrl":"https://viewscreen.githubusercontent.com/view/pdf?browser=unknown_browser&bypass_fastly=true&color_mode=auto&commit=a776d3fb984a90c6f7520e5f5cc5a471cb7493ae&device=unknown_device&docs_host=https%3A%2F%2Fdocs.github.com&enc_url=68747470733a2f2f7261772e67697468756275736572636f6e74656e742e636f6d2f534f4d2d52657365617263682f73656c6661646170746976652d496f542d44534c2f613737366433666239383461393063366637353230653566356363356134373163623734393361652f646f63732f70617065722d617070652e706466&logged_in=false&nwo=SOM-Research%2Fselfadaptive-IoT-DSL&path=docs%2Fpaper-appe.pdf&platform=unknown_platform&repository_id=362302270&repository_type=Repository&version=0","headerInfo":{"blobSize":"1.69 MB","deleteTooltip":"You must be signed in to make or propose changes","editTooltip":"You must be signed in to make or propose changes","ghDesktopPath":"https://desktop.github.com","isGitLfs":false,"onBranch":true,"shortPath":"f492d34","siteNavLoginPath":"/login?return_to=https%3A%2F%2Fgithub.com%2FSOM-Research%2Fselfadaptive-IoT-DSL%2Fblob%2Fmain%2Fdocs%2Fpaper-appe.pdf","isCSV":false,"isRichtext":false,"toc":null,"lineInfo":{"truncatedLoc":null,"truncatedSloc":null},"mode":"file"},"image":false,"isCodeownersFile":null,"isPlain":false,"isValidLegacyIssueTemplate":false,"issueTemplate":null,"discussionTemplate":null,"language":null,"languageID":null,"large":false,"planSupportInfo":{"repoIsFork":null,"repoOwnedByCurrentUser":null,"requestFullPath":"/SOM-Research/selfadaptive-IoT-DSL/blob/main/docs/paper-appe.pdf","showFreeOrgGatedFeatureMessage":null,"showPlanSupportBanner":null,"upgradeDataAttributes":null,"upgradePath":null},"publishBannersInfo":{"dismissActionNoticePath":"/settings/dismiss-notice/publish_action_from_dockerfile","releasePath":"/SOM-Research/selfadaptive-IoT-DSL/releases/new?marketplace=true","showPublishActionBanner":false},"rawBlobUrl":"https://github.com/SOM-Research/selfadaptive-IoT-DSL/raw/main/docs/paper-appe.pdf","renderImageOrRaw":true,"richText":null,"renderedFileInfo":{"identityUUID":"61fac3ca-b5a9-475a-aaa0-b2db2c2fc6d5","renderFileType":"pdf","size":1775712},"shortPath":null,"symbolsEnabled":true,"tabSize":8,"topBannersInfo":{"overridingGlobalFundingFile":false,"globalPreferredFundingPath":null,"showInvalidCitationWarning":false,"citationHelpUrl":"https://docs.github.com/github/creating-cloning-and-archiving-repositories/creating-a-repository-on-github/about-citation-files","actionsOnboardingTip":null},"truncated":false,"viewable":false,"workflowRedirectUrl":null,"symbols":null},"copilotInfo":null,"copilotAccessAllowed":false,"csrf_tokens":{"/SOM-Research/selfadaptive-IoT-DSL/branches":{"post":"2Fm_A_WnvKYOz1u3heaTNj65G4xeTBF_ug5jxWRwscDHg74iCHUgHKg3xMWPZWZUnezap-d3ESm96CLF1y3EVA"},"/repos/preferences":{"post":"8ixGN1kYf_GPXqN4iwjxlOQnpF2jZme4u6W7DhFkxxv5HPpBbZUK6PXQYP1XE-AZlM9_42cib26JYTydXZVqsg"}}},"title":"selfadaptive-IoT-DSL/docs/paper-appe.pdf at main · SOM-Research/selfadaptive-IoT-DSL"}
