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No.     Time           Source                Destination           Protocol Packet comments Source Port Destination Port TCP Segment Len Info
    609 7.449798       127.0.0.1             127.0.0.1             TCP                      40008       8017             83              40008 →
8017 [PSH, ACK] Seq=1 Ack=1 Win=512 Len=83 TSval=2861970111 TSecr=2861918342
Frame 609: 149 bytes on wire (1192 bits), 149 bytes captured (1192 bits)
    Encapsulation type: Ethernet (1)
    Arrival Time: Jun  1, 2019 08:40:43.453577000 Pacific Daylight Time
    [Time shift for this packet: 0.000000000 seconds]
    Epoch Time: 1559403643.453577000 seconds
    [Time delta from previous captured frame: 0.000625000 seconds]
    [Time delta from previous displayed frame: 0.000625000 seconds]
    [Time since reference or first frame: 7.449798000 seconds]
    Frame Number: 609
    Frame Length: 149 bytes (1192 bits)
    Capture Length: 149 bytes (1192 bits)
    [Frame is marked: False]
    [Frame is ignored: False]
    [Protocols in frame: eth:ethertype:ip:tcp:data]
    [Coloring Rule Name: TCP]
    [Coloring Rule String: tcp]
Ethernet II, Src: 00:00:00_00:00:00 (00:00:00:00:00:00), Dst: 00:00:00_00:00:00 (00:00:00:00:00:00)
    Destination: 00:00:00_00:00:00 (00:00:00:00:00:00)
        Address: 00:00:00_00:00:00 (00:00:00:00:00:00)
        .... ..0. .... .... .... .... = LG bit: Globally unique address (factory default)
        .... ...0 .... .... .... .... = IG bit: Individual address (unicast)
    Source: 00:00:00_00:00:00 (00:00:00:00:00:00)
        Address: 00:00:00_00:00:00 (00:00:00:00:00:00)
        .... ..0. .... .... .... .... = LG bit: Globally unique address (factory default)
        .... ...0 .... .... .... .... = IG bit: Individual address (unicast)
    Type: IPv4 (0x0800)
Internet Protocol Version 4, Src: 127.0.0.1, Dst: 127.0.0.1
    0100 .... = Version: 4
    .... 0101 = Header Length: 20 bytes (5)
    Differentiated Services Field: 0x00 (DSCP: CS0, ECN: Not-ECT)
        0000 00.. = Differentiated Services Codepoint: Default (0)
        .... ..00 = Explicit Congestion Notification: Not ECN-Capable Transport (0)
    Total Length: 135
    Identification: 0xb65b (46683)
    Flags: 0x4000, Don't fragment
        0... .... .... .... = Reserved bit: Not set
        .1.. .... .... .... = Don't fragment: Set
        ..0. .... .... .... = More fragments: Not set
        ...0 0000 0000 0000 = Fragment offset: 0
    Time to live: 64
    Protocol: TCP (6)
    Header checksum: 0x8613 [validation disabled]
    [Header checksum status: Unverified]
    Source: 127.0.0.1
    Destination: 127.0.0.1
Transmission Control Protocol, Src Port: 40008, Dst Port: 8017, Seq: 1, Ack: 1, Len: 83
    Source Port: 40008
    Destination Port: 8017
    [Stream index: 302]
    [TCP Segment Len: 83]
    Sequence number: 1    (relative sequence number)
    [Next sequence number: 84    (relative sequence number)]
    Acknowledgment number: 1    (relative ack number)
    1000 .... = Header Length: 32 bytes (8)
    Flags: 0x018 (PSH, ACK)
        000. .... .... = Reserved: Not set
        ...0 .... .... = Nonce: Not set
        .... 0... .... = Congestion Window Reduced (CWR): Not set
        .... .0.. .... = ECN-Echo: Not set
        .... ..0. .... = Urgent: Not set
        .... ...1 .... = Acknowledgment: Set
        .... .... 1... = Push: Set
        .... .... .0.. = Reset: Not set
        .... .... ..0. = Syn: Not set
        .... .... ...0 = Fin: Not set
        [TCP Flags: ·······AP···]
    Window size value: 512
    [Calculated window size: 512]
    [Window size scaling factor: -1 (unknown)]
    Checksum: 0xfe7b [unverified]
    [Checksum Status: Unverified]
    Urgent pointer: 0
    Options: (12 bytes), No-Operation (NOP), No-Operation (NOP), Timestamps
        TCP Option - No-Operation (NOP)
            Kind: No-Operation (1)
        TCP Option - No-Operation (NOP)
            Kind: No-Operation (1)
        TCP Option - Timestamps: TSval 2861970111, TSecr 2861918342
            Kind: Time Stamp Option (8)
            Length: 10
            Timestamp value: 2861970111
            Timestamp echo reply: 2861918342
    [SEQ/ACK analysis]
        [Bytes in flight: 83]
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        [Bytes sent since last PSH flag: 83]
    [Timestamps]
        [Time since first frame in this TCP stream: 0.000000000 seconds]
        [Time since previous frame in this TCP stream: 0.000000000 seconds]
    TCP payload (83 bytes)
Data (83 bytes)
0000  07 80 1a 87 01 81 04 82 72 6f 6f 74 09 82 6e 65   ........root..ne
0010  77 5f 71 75 62 69 74 01 81 01 80 0b 87 02 80 05   w_qubit.........
0020  87 02 80 02 80 07 82 75 6e 69 63 6f 64 65 11 82   .......unicode..
0030  69 67 6e 6f 72 65 5f 6d 61 78 5f 71 75 62 69 74   ignore_max_qubit
0040  73 02 80 07 82 62 6f 6f 6c 65 61 6e 05 82 66 61   s....boolean..fa
0050  6c 73 65                                          lse
    Data: 07801a8701810482726f6f7409826e65775f717562697401…
    [Length: 83]


