{"payload":{"allShortcutsEnabled":false,"fileTree":{"esp32":{"items":[{"name":"SJA1000 Application Note.pdf","path":"esp32/SJA1000 Application Note.pdf","contentType":"file"},{"name":"SJA1000 Datasheet.pdf","path":"esp32/SJA1000 Datasheet.pdf","contentType":"file"},{"name":"Tensilica Xtensa.ppt","path":"esp32/Tensilica Xtensa.ppt","contentType":"file"},{"name":"esp32_datasheet_en.pdf","path":"esp32/esp32_datasheet_en.pdf","contentType":"file"},{"name":"esp32_pinout_v1_0.pdf","path":"esp32/esp32_pinout_v1_0.pdf","contentType":"file"},{"name":"esp32_technical_reference_manual_en.pdf","path":"esp32/esp32_technical_reference_manual_en.pdf","contentType":"file"},{"name":"xtensa Instruction Set Architecture (ISA) Reference Manual.pdf","path":"esp32/xtensa Instruction Set Architecture (ISA) Reference Manual.pdf","contentType":"file"},{"name":"xtensa_022400.pdf","path":"esp32/xtensa_022400.pdf","contentType":"file"},{"name":"xtensalx_overview_handbook.pdf","path":"esp32/xtensalx_overview_handbook.pdf","contentType":"file"}],"totalCount":9},"":{"items":[{"name":"Atmel","path":"Atmel","contentType":"directory"},{"name":"Bosch Sensortec","path":"Bosch Sensortec","contentType":"directory"},{"name":"NordicSemi","path":"NordicSemi","contentType":"directory"},{"name":"esp32","path":"esp32","contentType":"directory"},{"name":"esp8266","path":"esp8266","contentType":"directory"},{"name":"README.md","path":"README.md","contentType":"file"}],"totalCount":6}},"fileTreeProcessingTime":3.262573,"foldersToFetch":[],"repo":{"id":71658213,"defaultBranch":"master","name":"hardware-reference","ownerLogin":"eerimoq","currentUserCanPush":false,"isFork":false,"isEmpty":false,"createdAt":"2016-10-22T18:34:17.000Z","ownerAvatar":"https://avatars.githubusercontent.com/u/176810?v=4","public":true,"private":false,"isOrgOwned":false},"symbolsExpanded":false,"treeExpanded":true,"refInfo":{"name":"master","listCacheKey":"v0:1477161258.0","canEdit":false,"refType":"branch","currentOid":"154e408131d5ba4e4a3fbb05ab38eba8400a1ad6"},"path":"esp32/xtensa Instruction Set Architecture (ISA) Reference Manual.pdf","currentUser":null,"blob":{"rawLines":null,"stylingDirectives":null,"csv":null,"csvError":null,"dependabotInfo":{"showConfigurationBanner":false,"configFilePath":null,"networkDependabotPath":"/eerimoq/hardware-reference/network/updates","dismissConfigurationNoticePath":"/settings/dismiss-notice/dependabot_configuration_notice","configurationNoticeDismissed":null},"displayName":"xtensa Instruction Set Architecture (ISA) Reference Manual.pdf","displayUrl":"https://viewscreen.githubusercontent.com/view/pdf?browser=unknown_browser&bypass_fastly=true&color_mode=auto&commit=154e408131d5ba4e4a3fbb05ab38eba8400a1ad6&device=unknown_device&docs_host=https%3A%2F%2Fdocs.github.com&enc_url=68747470733a2f2f7261772e67697468756275736572636f6e74656e742e636f6d2f656572696d6f712f68617264776172652d7265666572656e63652f313534653430383133316435626134653461336662623035616233386562613834303061316164362f65737033322f7874656e7361253230496e737472756374696f6e25323053657425323041726368697465637475726525323028495341292532305265666572656e63652532304d616e75616c2e706466&logged_in=false&nwo=eerimoq%2Fhardware-reference&path=esp32%2Fxtensa+Instruction+Set+Architecture+%28ISA%29+Reference+Manual.pdf&platform=unknown_platform&repository_id=71658213&repository_type=Repository&version=0","headerInfo":{"blobSize":"19.5 MB","deleteTooltip":"You must be signed in to make or propose changes","editTooltip":"You must be signed in to make or propose changes","ghDesktopPath":"https://desktop.github.com","isGitLfs":false,"onBranch":true,"shortPath":"c991dac","siteNavLoginPath":"/login?return_to=https%3A%2F%2Fgithub.com%2Feerimoq%2Fhardware-reference%2Fblob%2Fmaster%2Fesp32%2Fxtensa%2520Instruction%2520Set%2520Architecture%2520%28ISA%29%2520Reference%2520Manual.pdf","isCSV":false,"isRichtext":false,"toc":null,"lineInfo":{"truncatedLoc":null,"truncatedSloc":null},"mode":"file"},"image":false,"isCodeownersFile":null,"isPlain":false,"isValidLegacyIssueTemplate":false,"issueTemplate":null,"discussionTemplate":null,"language":null,"languageID":null,"large":true,"planSupportInfo":{"repoIsFork":null,"repoOwnedByCurrentUser":null,"requestFullPath":"/eerimoq/hardware-reference/blob/master/esp32/xtensa%20Instruction%20Set%20Architecture%20(ISA)%20Reference%20Manual.pdf","showFreeOrgGatedFeatureMessage":null,"showPlanSupportBanner":null,"upgradeDataAttributes":null,"upgradePath":null},"publishBannersInfo":{"dismissActionNoticePath":"/settings/dismiss-notice/publish_action_from_dockerfile","releasePath":"/eerimoq/hardware-reference/releases/new?marketplace=true","showPublishActionBanner":false},"rawBlobUrl":"https://github.com/eerimoq/hardware-reference/raw/master/esp32/xtensa%20Instruction%20Set%20Architecture%20(ISA)%20Reference%20Manual.pdf","renderImageOrRaw":true,"richText":null,"renderedFileInfo":{"identityUUID":"38c9d7e7-771b-43e8-b014-cd47e8b6ae8b","renderFileType":"pdf","size":20444349},"shortPath":null,"symbolsEnabled":true,"tabSize":8,"topBannersInfo":{"overridingGlobalFundingFile":false,"globalPreferredFundingPath":null,"showInvalidCitationWarning":false,"citationHelpUrl":"https://docs.github.com/github/creating-cloning-and-archiving-repositories/creating-a-repository-on-github/about-citation-files","actionsOnboardingTip":null},"truncated":true,"viewable":false,"workflowRedirectUrl":null,"symbols":{"timed_out":true,"not_analyzed":true,"symbols":[],"error":{"code":"invalid_argument","msg":"content required","meta":{}}}},"copilotInfo":null,"copilotAccessAllowed":false,"csrf_tokens":{"/eerimoq/hardware-reference/branches":{"post":"weExqojHauG8bm1sVbJkKK7b_nojpZcKqS6PTdNfG18WQOYWnS7JVQGnRZ1x_eZdPb8NSREwCJ2zGjMRjMoLkg"},"/repos/preferences":{"post":"Quf_wf8ZADqnGfFbU1Xrd6elh1irhCrvk_sG4f15gbBzc3KsSZp7Q7v6_b2d67qfHCwC2qqh1j7-huSZTHtm9w"}}},"title":"hardware-reference/esp32/xtensa Instruction Set Architecture (ISA) Reference Manual.pdf at master · eerimoq/hardware-reference"}
