{"payload":{"allShortcutsEnabled":false,"fileTree":{"docs/pilots-corner/assets/sop/A32NX Documentation":{"items":[{"name":"FBW A32NX Checklist.pdf","path":"docs/pilots-corner/assets/sop/A32NX Documentation/FBW A32NX Checklist.pdf","contentType":"file"},{"name":"FBW A32NX SOP.pdf","path":"docs/pilots-corner/assets/sop/A32NX Documentation/FBW A32NX SOP.pdf","contentType":"file"}],"totalCount":2},"docs/pilots-corner/assets/sop":{"items":[{"name":"A32NX Documentation","path":"docs/pilots-corner/assets/sop/A32NX Documentation","contentType":"directory"},{"name":"A380 Documentation","path":"docs/pilots-corner/assets/sop/A380 Documentation","contentType":"directory"}],"totalCount":2},"docs/pilots-corner/assets":{"items":[{"name":"a32nx-briefing","path":"docs/pilots-corner/assets/a32nx-briefing","contentType":"directory"},{"name":"advanced-guides","path":"docs/pilots-corner/assets/advanced-guides","contentType":"directory"},{"name":"beginner-guide","path":"docs/pilots-corner/assets/beginner-guide","contentType":"directory"},{"name":"flying-guide","path":"docs/pilots-corner/assets/flying-guide","contentType":"directory"},{"name":"sop","path":"docs/pilots-corner/assets/sop","contentType":"directory"}],"totalCount":5},"docs/pilots-corner":{"items":[{"name":"a32nx-briefing","path":"docs/pilots-corner/a32nx-briefing","contentType":"directory"},{"name":"advanced-guides","path":"docs/pilots-corner/advanced-guides","contentType":"directory"},{"name":"airliner-flying-guide","path":"docs/pilots-corner/airliner-flying-guide","contentType":"directory"},{"name":"assets","path":"docs/pilots-corner/assets","contentType":"directory"},{"name":"beginner-guide","path":"docs/pilots-corner/beginner-guide","contentType":"directory"},{"name":".pages","path":"docs/pilots-corner/.pages","contentType":"file"},{"name":"SOP.md","path":"docs/pilots-corner/SOP.md","contentType":"file"},{"name":"abbreviations.md","path":"docs/pilots-corner/abbreviations.md","contentType":"file"},{"name":"index.md","path":"docs/pilots-corner/index.md","contentType":"file"}],"totalCount":9},"docs":{"items":[{"name":"assets","path":"docs/assets","contentType":"directory"},{"name":"dev-corner","path":"docs/dev-corner","contentType":"directory"},{"name":"fbw-a32nx","path":"docs/fbw-a32nx","contentType":"directory"},{"name":"pilots-corner","path":"docs/pilots-corner","contentType":"directory"},{"name":"release-notes","path":"docs/release-notes","contentType":"directory"},{"name":"simbridge","path":"docs/simbridge","contentType":"directory"},{"name":"stylesheets","path":"docs/stylesheets","contentType":"directory"},{"name":".pages","path":"docs/.pages","contentType":"file"},{"name":"CNAME","path":"docs/CNAME","contentType":"file"},{"name":"index.md","path":"docs/index.md","contentType":"file"}],"totalCount":10},"":{"items":[{"name":".github","path":".github","contentType":"directory"},{"name":"WIP","path":"WIP","contentType":"directory"},{"name":"archive","path":"archive","contentType":"directory"},{"name":"docs","path":"docs","contentType":"directory"},{"name":"includes","path":"includes","contentType":"directory"},{"name":"overrides","path":"overrides","contentType":"directory"},{"name":"src","path":"src","contentType":"directory"},{"name":".gitignore","path":".gitignore","contentType":"file"},{"name":"README.md","path":"README.md","contentType":"file"},{"name":"mkdocs.yml","path":"mkdocs.yml","contentType":"file"},{"name":"production.yml","path":"production.yml","contentType":"file"},{"name":"requirements.txt","path":"requirements.txt","contentType":"file"},{"name":"vercel.json","path":"vercel.json","contentType":"file"}],"totalCount":13}},"fileTreeProcessingTime":8.840103000000001,"foldersToFetch":[],"repo":{"id":328134510,"defaultBranch":"primary","name":"docs","ownerLogin":"flybywiresim","currentUserCanPush":false,"isFork":false,"isEmpty":false,"createdAt":"2021-01-09T11:00:56.000Z","ownerAvatar":"https://avatars.githubusercontent.com/u/70456638?v=4","public":true,"private":false,"isOrgOwned":true},"symbolsExpanded":false,"treeExpanded":true,"refInfo":{"name":"primary","listCacheKey":"v0:1699209211.0","canEdit":false,"refType":"branch","currentOid":"515e377a59f450b375e0f9bc3a0e4134d9666b80"},"path":"docs/pilots-corner/assets/sop/A32NX Documentation/FBW A32NX Checklist.pdf","currentUser":null,"blob":{"rawLines":null,"stylingDirectives":null,"csv":null,"csvError":null,"dependabotInfo":{"showConfigurationBanner":false,"configFilePath":null,"networkDependabotPath":"/flybywiresim/docs/network/updates","dismissConfigurationNoticePath":"/settings/dismiss-notice/dependabot_configuration_notice","configurationNoticeDismissed":null},"displayName":"FBW A32NX Checklist.pdf","displayUrl":"https://viewscreen.githubusercontent.com/view/pdf?browser=unknown_browser&bypass_fastly=true&color_mode=auto&commit=515e377a59f450b375e0f9bc3a0e4134d9666b80&device=unknown_device&docs_host=https%3A%2F%2Fdocs.github.com&enc_url=68747470733a2f2f7261772e67697468756275736572636f6e74656e742e636f6d2f666c7962797769726573696d2f646f63732f353135653337376135396634353062333735653066396263336130653431333464393636366238302f646f63732f70696c6f74732d636f726e65722f6173736574732f736f702f4133324e58253230446f63756d656e746174696f6e2f4642572532304133324e58253230436865636b6c6973742e706466&logged_in=false&nwo=flybywiresim%2Fdocs&path=docs%2Fpilots-corner%2Fassets%2Fsop%2FA32NX+Documentation%2FFBW+A32NX+Checklist.pdf&platform=unknown_platform&repository_id=328134510&repository_type=Repository&version=0","headerInfo":{"blobSize":"100 KB","deleteTooltip":"You must be signed in to make or propose changes","editTooltip":"You must be signed in to make or propose changes","ghDesktopPath":"https://desktop.github.com","isGitLfs":false,"onBranch":true,"shortPath":"7e58141","siteNavLoginPath":"/login?return_to=https%3A%2F%2Fgithub.com%2Fflybywiresim%2Fdocs%2Fblob%2Fprimary%2Fdocs%2Fpilots-corner%2Fassets%2Fsop%2FA32NX%2520Documentation%2FFBW%2520A32NX%2520Checklist.pdf","isCSV":false,"isRichtext":false,"toc":null,"lineInfo":{"truncatedLoc":null,"truncatedSloc":null},"mode":"file"},"image":false,"isCodeownersFile":null,"isPlain":false,"isValidLegacyIssueTemplate":false,"issueTemplate":null,"discussionTemplate":null,"language":null,"languageID":null,"large":false,"planSupportInfo":{"repoIsFork":null,"repoOwnedByCurrentUser":null,"requestFullPath":"/flybywiresim/docs/blob/primary/docs/pilots-corner/assets/sop/A32NX%20Documentation/FBW%20A32NX%20Checklist.pdf","showFreeOrgGatedFeatureMessage":null,"showPlanSupportBanner":null,"upgradeDataAttributes":null,"upgradePath":null},"publishBannersInfo":{"dismissActionNoticePath":"/settings/dismiss-notice/publish_action_from_dockerfile","releasePath":"/flybywiresim/docs/releases/new?marketplace=true","showPublishActionBanner":false},"rawBlobUrl":"https://github.com/flybywiresim/docs/raw/primary/docs/pilots-corner/assets/sop/A32NX%20Documentation/FBW%20A32NX%20Checklist.pdf","renderImageOrRaw":true,"richText":null,"renderedFileInfo":{"identityUUID":"5677e0e2-e599-4378-b852-12327e2cfcfb","renderFileType":"pdf","size":102663},"shortPath":null,"symbolsEnabled":true,"tabSize":8,"topBannersInfo":{"overridingGlobalFundingFile":false,"globalPreferredFundingPath":null,"showInvalidCitationWarning":false,"citationHelpUrl":"https://docs.github.com/github/creating-cloning-and-archiving-repositories/creating-a-repository-on-github/about-citation-files","actionsOnboardingTip":null},"truncated":false,"viewable":false,"workflowRedirectUrl":null,"symbols":null},"copilotInfo":null,"copilotAccessAllowed":false,"csrf_tokens":{"/flybywiresim/docs/branches":{"post":"nPzz27xKJpoH8ZbBvuv4c-bxyMaHEMKKVrGVU-S25bOKJ-GoYpLGYUsRaCg7qM8Ca0HfvyxGWFaJkXCp5HfzUg"},"/repos/preferences":{"post":"WdipdkSddXUpPfdDXuKPQunNHWD4wLRrbK-ITiCpQoABHYSlr6aB47FKo-izjGwk0hAoCS9HBA3Pe47O-RGCxA"}}},"title":"docs/docs/pilots-corner/assets/sop/A32NX Documentation/FBW A32NX Checklist.pdf at primary · flybywiresim/docs"}
