{"payload":{"allShortcutsEnabled":false,"fileTree":{"":{"items":[{"name":".gitignore","path":".gitignore","contentType":"file"},{"name":"FPGA for software developers.pdf","path":"FPGA for software developers.pdf","contentType":"file"},{"name":"FPGA for software developers.pptx","path":"FPGA for software developers.pptx","contentType":"file"},{"name":"Go_Board_Constraints.pcf","path":"Go_Board_Constraints.pcf","contentType":"file"},{"name":"LICENSE","path":"LICENSE","contentType":"file"},{"name":"Makefile","path":"Makefile","contentType":"file"},{"name":"README.md","path":"README.md","contentType":"file"},{"name":"alu.v","path":"alu.v","contentType":"file"},{"name":"apio.ini","path":"apio.ini","contentType":"file"},{"name":"boot.mem","path":"boot.mem","contentType":"file"},{"name":"catch.hpp","path":"catch.hpp","contentType":"file"},{"name":"copy_boot_mem.sh","path":"copy_boot_mem.sh","contentType":"file"},{"name":"grom8.core","path":"grom8.core","contentType":"file"},{"name":"grom8.ice","path":"grom8.ice","contentType":"file"},{"name":"grom8.vlt","path":"grom8.vlt","contentType":"file"},{"name":"grom8_cpu.ice","path":"grom8_cpu.ice","contentType":"file"},{"name":"grom_computer.v","path":"grom_computer.v","contentType":"file"},{"name":"grom_computer_tb.gtkw","path":"grom_computer_tb.gtkw","contentType":"file"},{"name":"grom_computer_tb.v","path":"grom_computer_tb.v","contentType":"file"},{"name":"grom_cpu.v","path":"grom_cpu.v","contentType":"file"},{"name":"grom_top.v","path":"grom_top.v","contentType":"file"},{"name":"hex_to_2_x_7seg.ice","path":"hex_to_2_x_7seg.ice","contentType":"file"},{"name":"hex_to_7seg.v","path":"hex_to_7seg.v","contentType":"file"},{"name":"instruction_set.txt","path":"instruction_set.txt","contentType":"file"},{"name":"ram_memory.v","path":"ram_memory.v","contentType":"file"},{"name":"test_alu.cpp","path":"test_alu.cpp","contentType":"file"},{"name":"test_comp.cpp","path":"test_comp.cpp","contentType":"file"},{"name":"test_cpu.cpp","path":"test_cpu.cpp","contentType":"file"}],"totalCount":28}},"fileTreeProcessingTime":6.450195,"foldersToFetch":[],"repo":{"id":107006951,"defaultBranch":"master","name":"grom8","ownerLogin":"mmicko","currentUserCanPush":false,"isFork":false,"isEmpty":false,"createdAt":"2017-10-15T11:39:23.000Z","ownerAvatar":"https://avatars.githubusercontent.com/u/3623496?v=4","public":true,"private":false,"isOrgOwned":false},"codeLineWrapEnabled":false,"symbolsExpanded":false,"treeExpanded":true,"refInfo":{"name":"master","listCacheKey":"v0:1508067564.0","canEdit":false,"refType":"branch","currentOid":"5478ab8ed65c90d2ab2dc36b9eab60d22ede5066"},"path":"FPGA for software developers.pdf","currentUser":null,"blob":{"rawLines":null,"stylingDirectives":null,"colorizedLines":null,"csv":null,"csvError":null,"dependabotInfo":{"showConfigurationBanner":false,"configFilePath":null,"networkDependabotPath":"/mmicko/grom8/network/updates","dismissConfigurationNoticePath":"/settings/dismiss-notice/dependabot_configuration_notice","configurationNoticeDismissed":null},"displayName":"FPGA for software developers.pdf","displayUrl":"https://viewscreen.githubusercontent.com/view/pdf?browser=unknown_browser&bypass_fastly=true&color_mode=auto&commit=5478ab8ed65c90d2ab2dc36b9eab60d22ede5066&device=unknown_device&docs_host=https%3A%2F%2Fdocs.github.com&enc_url=68747470733a2f2f7261772e67697468756275736572636f6e74656e742e636f6d2f6d6d69636b6f2f67726f6d382f353437386162386564363563393064326162326463333662396561623630643232656465353036362f46504741253230666f72253230736f667477617265253230646576656c6f706572732e706466&logged_in=false&nwo=mmicko%2Fgrom8&path=FPGA+for+software+developers.pdf&platform=unknown_platform&repository_id=107006951&repository_type=Repository&version=0","headerInfo":{"blobSize":"4.22 MB","deleteTooltip":"You must be signed in to make or propose changes","editTooltip":"You must be signed in to make or propose changes","ghDesktopPath":"https://desktop.github.com","isGitLfs":false,"onBranch":true,"shortPath":"1f52ee3","siteNavLoginPath":"/login?return_to=https%3A%2F%2Fgithub.com%2Fmmicko%2Fgrom8%2Fblob%2Fmaster%2FFPGA%2520for%2520software%2520developers.pdf","isCSV":false,"isRichtext":false,"toc":null,"lineInfo":{"truncatedLoc":null,"truncatedSloc":null},"mode":"file"},"image":false,"isCodeownersFile":null,"isPlain":false,"isValidLegacyIssueTemplate":false,"issueTemplate":null,"discussionTemplate":null,"language":null,"languageID":null,"large":true,"planSupportInfo":{"repoIsFork":null,"repoOwnedByCurrentUser":null,"requestFullPath":"/mmicko/grom8/blob/master/FPGA%20for%20software%20developers.pdf","showFreeOrgGatedFeatureMessage":null,"showPlanSupportBanner":null,"upgradeDataAttributes":null,"upgradePath":null},"publishBannersInfo":{"dismissActionNoticePath":"/settings/dismiss-notice/publish_action_from_dockerfile","releasePath":"/mmicko/grom8/releases/new?marketplace=true","showPublishActionBanner":false},"rawBlobUrl":"https://github.com/mmicko/grom8/raw/master/FPGA%20for%20software%20developers.pdf","renderImageOrRaw":true,"richText":null,"renderedFileInfo":{"identityUUID":"d778e656-3291-4380-a225-88e5d9f6f3f5","renderFileType":"pdf","size":4423416},"shortPath":null,"symbolsEnabled":true,"tabSize":8,"topBannersInfo":{"overridingGlobalFundingFile":false,"globalPreferredFundingPath":null,"showInvalidCitationWarning":false,"citationHelpUrl":"https://docs.github.com/github/creating-cloning-and-archiving-repositories/creating-a-repository-on-github/about-citation-files","actionsOnboardingTip":null},"truncated":true,"viewable":false,"workflowRedirectUrl":null,"symbols":{"timed_out":true,"not_analyzed":true,"symbols":[],"error":{"code":"invalid_argument","msg":"content required","meta":{}}}},"copilotInfo":null,"copilotAccessAllowed":false,"csrf_tokens":{"/mmicko/grom8/branches":{"post":"PhjE0hU5sljAhxHj4NSTWw6aQ4XL7boJtHdY6zjxP2bw9FJ3lHHIY1jnH9vRyzghGxinbIlTHHsb6qRfw8ry_Q"},"/repos/preferences":{"post":"90la9AqEBx6MdLKkFvmliRX37JP9mdoxxd-ob-qFmUfyb1j3zUQcRjQFpGMJDlZ5HTmBNqBBtuN5VbWpeAIxzg"}}},"title":"grom8/FPGA for software developers.pdf at master · mmicko/grom8"}
