{"payload":{"allShortcutsEnabled":false,"fileTree":{"PDFs":{"items":[{"name":"core-assembly-bottom-v1.pdf","path":"PDFs/core-assembly-bottom-v1.pdf","contentType":"file"},{"name":"core-assembly-top-v1.pdf","path":"PDFs/core-assembly-top-v1.pdf","contentType":"file"},{"name":"core-board-v1.pdf","path":"PDFs/core-board-v1.pdf","contentType":"file"},{"name":"core-drawings-v1.zip","path":"PDFs/core-drawings-v1.zip","contentType":"file"},{"name":"core-mechanical-drawing-v1.pdf","path":"PDFs/core-mechanical-drawing-v1.pdf","contentType":"file"},{"name":"core-rf-v1.pdf","path":"PDFs/core-rf-v1.pdf","contentType":"file"},{"name":"core-schematic-v1.pdf","path":"PDFs/core-schematic-v1.pdf","contentType":"file"}],"totalCount":7},"":{"items":[{"name":"Bill of Materials","path":"Bill of Materials","contentType":"directory"},{"name":"Datasheets","path":"Datasheets","contentType":"directory"},{"name":"EAGLE","path":"EAGLE","contentType":"directory"},{"name":"Gerber","path":"Gerber","contentType":"directory"},{"name":"Libraries","path":"Libraries","contentType":"directory"},{"name":"PDFs","path":"PDFs","contentType":"directory"},{"name":"Pin mapping","path":"Pin mapping","contentType":"directory"},{"name":".gitignore","path":".gitignore","contentType":"file"},{"name":"README.md","path":"README.md","contentType":"file"},{"name":"license.txt","path":"license.txt","contentType":"file"}],"totalCount":10}},"fileTreeProcessingTime":9.404598,"foldersToFetch":[],"repo":{"id":10131155,"defaultBranch":"master","name":"core","ownerLogin":"particle-iot","currentUserCanPush":false,"isFork":false,"isEmpty":false,"createdAt":"2013-05-17T20:09:14.000Z","ownerAvatar":"https://avatars.githubusercontent.com/u/2348966?v=4","public":true,"private":false,"isOrgOwned":true},"codeLineWrapEnabled":false,"symbolsExpanded":false,"treeExpanded":true,"refInfo":{"name":"master","listCacheKey":"v0:1515003665.0","canEdit":false,"refType":"branch","currentOid":"c65d36c29a4e9d681325aa0d36ed2661aec2b8f2"},"path":"PDFs/core-mechanical-drawing-v1.pdf","currentUser":null,"blob":{"rawLines":null,"stylingDirectives":null,"colorizedLines":null,"csv":null,"csvError":null,"dependabotInfo":{"showConfigurationBanner":false,"configFilePath":null,"networkDependabotPath":"/particle-iot/core/network/updates","dismissConfigurationNoticePath":"/settings/dismiss-notice/dependabot_configuration_notice","configurationNoticeDismissed":null},"displayName":"core-mechanical-drawing-v1.pdf","displayUrl":"https://viewscreen.githubusercontent.com/view/pdf?browser=unknown_browser&bypass_fastly=true&color_mode=auto&commit=c65d36c29a4e9d681325aa0d36ed2661aec2b8f2&device=unknown_device&docs_host=https%3A%2F%2Fdocs.github.com&enc_url=68747470733a2f2f7261772e67697468756275736572636f6e74656e742e636f6d2f7061727469636c652d696f742f636f72652f633635643336633239613465396436383133323561613064333665643236363161656332623866322f504446732f636f72652d6d656368616e6963616c2d64726177696e672d76312e706466&logged_in=false&nwo=particle-iot%2Fcore&path=PDFs%2Fcore-mechanical-drawing-v1.pdf&platform=unknown_platform&repository_id=10131155&repository_type=Repository&version=0","headerInfo":{"blobSize":"61.5 KB","deleteTooltip":"You must be signed in to make or propose changes","editTooltip":"You must be signed in to make or propose changes","ghDesktopPath":"https://desktop.github.com","isGitLfs":false,"onBranch":true,"shortPath":"8177a45","siteNavLoginPath":"/login?return_to=https%3A%2F%2Fgithub.com%2Fparticle-iot%2Fcore%2Fblob%2Fmaster%2FPDFs%2Fcore-mechanical-drawing-v1.pdf","isCSV":false,"isRichtext":false,"toc":null,"lineInfo":{"truncatedLoc":null,"truncatedSloc":null},"mode":"file"},"image":false,"isCodeownersFile":null,"isPlain":false,"isValidLegacyIssueTemplate":false,"issueTemplate":null,"discussionTemplate":null,"language":null,"languageID":null,"large":false,"planSupportInfo":{"repoIsFork":null,"repoOwnedByCurrentUser":null,"requestFullPath":"/particle-iot/core/blob/master/PDFs/core-mechanical-drawing-v1.pdf","showFreeOrgGatedFeatureMessage":null,"showPlanSupportBanner":null,"upgradeDataAttributes":null,"upgradePath":null},"publishBannersInfo":{"dismissActionNoticePath":"/settings/dismiss-notice/publish_action_from_dockerfile","releasePath":"/particle-iot/core/releases/new?marketplace=true","showPublishActionBanner":false},"rawBlobUrl":"https://github.com/particle-iot/core/raw/master/PDFs/core-mechanical-drawing-v1.pdf","renderImageOrRaw":true,"richText":null,"renderedFileInfo":{"identityUUID":"1a73c639-1f6f-4c27-b885-a1c645331dcd","renderFileType":"pdf","size":62981},"shortPath":null,"symbolsEnabled":true,"tabSize":8,"topBannersInfo":{"overridingGlobalFundingFile":false,"globalPreferredFundingPath":null,"showInvalidCitationWarning":false,"citationHelpUrl":"https://docs.github.com/github/creating-cloning-and-archiving-repositories/creating-a-repository-on-github/about-citation-files","actionsOnboardingTip":null},"truncated":false,"viewable":false,"workflowRedirectUrl":null,"symbols":null},"copilotInfo":null,"copilotAccessAllowed":false,"csrf_tokens":{"/particle-iot/core/branches":{"post":"KPPP7iDt59-kcmowJxNOxSN3o6Lv9xIw0eBVPHikTEuoC7oF-zYN_m_qSU8wvuQ2e8SAjiQzGHZxCnNt-rgYgw"},"/repos/preferences":{"post":"sWEJCAcnYNkP1hhaDzLSzT0fganTv5xXY-TBfXkLGSLmjIF3zEb864d9MgkVQleJ-xOyjJ5jv8qlMJw_3fxOkQ"}}},"title":"core/PDFs/core-mechanical-drawing-v1.pdf at master · particle-iot/core"}
