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ASSEMBLY NOTES:

1. BOARD ACCEPTABILITY PER ANALOG DEVICES, INC. SPECIFICATION
TSTOO0119 (LATEST REVISION).

2. REPAIRS PER IPC-7711/21(LATEST REVISION) ARE ALLOWED.

3. REPATIRS ARE NOT ALLOWED IN SOLDERMASK FREE AREAS ON EITTHER
SIDE OF THE BOARD.

4 RoHS COMPLTANCE: ASSEMBLY VENDOR SHOULD ASSURE COMPLTANCE
WITH LEAD-FREE AND RoHS PCB ASSEMBLY STANDARDS (EU RoHS
DIRECTIVE 2002/95/EC).

5. DO NOT TRIM/CUT EXCESS PINS OF P1, P2, P3 AND P4
0 . SEPARATE THE BOARDS AFTER ASSEMBLY
7. INSTALL SHUNT CONNECTOR (MO36050) TO PIN 1 AND 2 OF P5S

SEE DETAIL A
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REVISIONS
REV DESCRIPTION DATE APPROVED
A INITIAL RELEASE 28NOV19 J PENAFLOR
B FCR-093893 18MAY 20 J PENAFLOR
C ECR-097939 22AUG20 J PENAFLOR
D ECR-098625 12SEP20 J PENAFLOR
<:> \ GEIGER MULLER (MZ2)
PCB BOARD
v
HEADER AND GEIGER INSTALLATION
1. MOUNT HEADER CONNECTOR ( TSW-102-09-G-S) FIRST AND SOLDER IT DOWN.
2. LAYDOWN GEIGER (M2) ON THE PCB WITH PROPER POLARITY ORIENTATION THEN
SOLDER THE 2 PINS OF M2 TO THE HEADER CONNECTOR.
3. STRAP THE COMPONENT Mz TO THE PCB SLOTTED HOLES USING CABLE TIE (M0O44354 ).
CUT THE EXCESS CABLE TIE.
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