Ox2e6c
call usb_serial _available()

PO\

Ox2e74 0x2e76

l

0x3f00
call sub_3ed0()

l

F:0x3f04 0x3edO

MferPosition_in < 0x12) (bufferPosition_in >= 0x12)

P:path_2 F:0x3f04_T@ 0x3ee2 P:path_1_ F:0x3f04 F@_O0x3ee2

| l P:path 1 _F:0x3f04 Ox3ee4
P:path_2_0x3f08 call usb_serial_available()

//ue false Nfb serial_available >= 0x1)

P-path 2 0x3f12 P:path_1_ F:0x3f04 0x3eee
| us% serial_getchar() P:path_2_0x3f0c (rtn_usb_serial_available < 0x1) = call usb_serial_getchar() (rtn_usb_serial_available > 0x0)
= -9 call usb_serial_available()

l Aﬂ usb_serial _available <= 0x0)

P:path_2 0x2e7a P:path_1_ F:0x3f04 0Ox3efa
leb rtn_usb_serial_getchar) = 0xa) l
((Isb rtn_usb_serial_getchar) == Oxa) P:path_2 0x2e80 P:path_1_0x3f08
’m usb_serial _getchar) == Oxd)l((lsb rtn_usb_serial _getchar) != 0xd) /Je false
P:path_1_0x3f12

P:path_2 0x2e92 P:path_2 0x2e84 P:path_1_0x3f0c

MerPosition_in > 0x0) \ (bufferPosition_in <= 0x0)

P:path_2 0x2e9a
call usb_serial_write("Command received:", 0x12)

call strlen(0x20007158) : :
call usb_serial write(0x20007158, rtn_strlen) | -Path_2_0x2er4 P:path_1_0x2e7a

call println(0x200015dc)
call process_command(0x20007t58)

call usb_serial_getchar()

P:path_1_0x2e80
P:path_1 _0x2e92| | P:path_1_0x2e84

P:path_1_0x2e9a
call usb_serial_write("Command received:", 0x12)

: call strlen(0x20007f58)
Ppath_1_0x2e74] | callusb serial write(0x20007158, rtn_strlen)

call printin(0x200015dc)
call process_command(0x20007f58)




