
4	Passed
100%	set	to	Passed

0	Blocked
0%	set	to	Blocked

0	Retest
0%	set	to	Retest

0	Failed
0%	set	to	Failed

100%
passed
0	/	4	untested	(0%).

5/17/2021	–	5/21/2021:
4	Passed
100%	set	to	Passed

0	Blocked
0%	set	to	Blocked

0	Retest
0%	set	to	Retest

0	Failed
0%	set	to	Failed

Since	5/21/2021:
Remaining	Tests
100%	of	tests	completed.

Remaining	Effort
100%	of	effort	completed.

Ideal	Progress
0	days	to	go	(forecast).

5/21/2021
High	accuracy	forecast

PR3925	Stop	preload	while	prewarmup	is	running

Project:	WP	Rocket
By	Piotr	Boniu,	5/21/2021	6:44	PM

Run:	PR3925	Stop	preload	while	prewarmup	is	running

Milestone 3.9.0.1

Created	On 5/21/2021

Completed No

Activity

Friday,	May	21,	2021

Passed Should	not	enable	the	preload	at	first,	when	preload	is	enabled	but	not	running	and	the	RUCSS	is	activated Tested	by	Piotr	B.

Passed Should	not	run	the	preload	when	the	RUCSS	is	running	and	the	preload	is	triggered	in	the	meantime Tested	by	Piotr	B.

Passed Should	not	run	the	preload	at	first,	when	RUCSS	prewarmup	is	running	and	the	preload	is	enabled	in	the	meantime Tested	by	Piotr	B.

Passed Should	stop	the	preload	when	it	was	working	and	the	RUCSS	was	activated	in	the	meantime Tested	by	Piotr	B.

Progress

Forecasts	&	Estimates

Based	on	the	current	activity	and	forecasts,	the	projected	completion
date	for	the	test	run(s)	is:

The	test	run(s)	were	started	35	seconds	ago	(5/21/2021).

5/17 5/18 5/19 5/20 5/21
0
1
2
3
4
5
6
7
8

Start 5/21
0

1

2

3

4

0

1



Completed:	100%	(4/4)
Elapsed:	0h	0m
Tests	/	day:	4
Hours	/	day:	0

Metric By	Estimate By	Forecast

Completed 0h	0m 0h	34m

Todo 0h	0m 0h	0m

Total 0h	0m 0h	34m

Tests	&	Results

1.	3.9.0.1	(0)

1.1.	RUCSS	(0)

1.1.1.	PreWarmup	(4)

ID Title Status

T14600 Should	stop	the	preload	when	it	was	working	and	the	RUCSS	was	activated	in	the	meantime Passed

T14603 Should	not	run	the	preload	at	first,	when	RUCSS	prewarmup	is	running	and	the	preload	is	enabled	in	the	meantime Passed

T14601 Should	not	run	the	preload	when	the	RUCSS	is	running	and	the	preload	is	triggered	in	the	meantime Passed

T14602 Should	not	enable	the	preload	at	first,	when	preload	is	enabled	but	not	running	and	the	RUCSS	is	activated Passed

Generated	with	TestRail	test	management	software	–	7.1.1.1033
Report:	Runs	(Summary),	by	Gurock	Software	(Vers ion	1)


