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Definitions



I2S_IF_NOT_READY

I2S_IF_READY I2S_IF_RESTARTING

I2S_IF_STOPPING I2S_IF_NEEDS_RESTART

I2S_IF_RUNNING

i2s_nrfx_api_configure()

interface_start()

interface_stop() interface_restart()

interface_handler()

interface_start()

Interface machine state



I2S_STATE_NOT_READY

I2S_STATE_READY

I2S_STATE_RUNNING

I2S_STATE_STOPPING

i2s_nrfx_api_configure(channel_str)

channel_str->start()

channel_str->stop()
channel_str->drain()

channel_str->drop()

channel_str->data_handler()
channel_str->drop()

Channel(single direction) machine state



I2S_STATE_READY

I2S_STATE_RUNNING

channel_str->start()

I2S_IF_READY

I2S_IF_RUNNING

I2S_IF_STOPPING

interface_start()

i2s_trigger(I2S_TRIGGER_START)

channel_str->stop()

I2S_STATE_STOPPING

interface_stop()

interface_handler()

channel_str->data_handler()

i2s_trigger(I2S_TRIGGER_STOP)

Channel and interface machine state
(One way transmission)
Channel and interface machine state
(One way transmission)



I2S_STATE_READY

I2S_STATE_RUNNING

I2S_IF_READY

I2S_IF_RUNNING

interface_start()

channel_str->start()

interface_handler()

channel_str->data_handler()

I2S_STATE_READY

channel_str->start()

I2S_STATE_READY

i2s_trigger(I2S_DIR_TX,	I2S_TRIGGER_START)

i2s_trigger(I2S_DIR_RX,	I2S_TRIGGER_START)

interface_restart()

I2S_STATE_RUNNING

I2S_IF_NEEDS_RESTART

interface_handler()

I2S_IF_RESTARTING

interface_start()

I2S_STATE_RUNNING

channel_str->data_handler()

I2S_STATE_RUNNING
channel_str->data_handler()

Channel and interface machine state
(full duplex transmission)



I2S_IF_RUNNING
interface_handler()

channel_str->stop() i2s_trigger(I2S_DIR_TX,	I2S_TRIGGER_STOP)

interface_restart()

I2S_STATE_STOPPING

I2S_IF_NEEDS_RESTART

interface_handler()

I2S_IF_RESTARTING

interface_start()

I2S_STATE_READY

I2S_IF_RUNNING
interface_handler()

I2S_STATE_RUNNING
channel_str->data_handler()

I2S_IF_STOPPING

channel_str->stop()

I2S_STATE_STOPPING

interface_stop()

i2s_trigger(I2S_DIR_RX,	I2S_TRIGGER_STOP)


